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NERAL NOTES:
1. For type of block and joint finish, see other sheets.

2. When blocks are laid in stacked bond, ladder type,
galvanized joint reinforcement shall be provided. A
minimum of 2-9 gauge wires continuous at 4’'-0" maximum
to be used. Locate reinforcement in joints that are at
the approximate midpoint between bond beams.

3. Horizontal joints shall be tooled concave or may be weathered.
Vertical joints shall be tooled concave or may be raked.

4. For intermediate wall heights that are between the "H’'s"
given, use the tabular information for the next higher "H".

5. Masonry strengths are listed in the "SOUND WALL
REINFORCEMENT TABLE". See Standard Plan B15-3.

CELLS WITH VERTICAL REINF AND BOND AT EXPANSION JOINTS: CONTINUOUS

BEAMS TO BE FILLED WITH GROUT
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SECTION A-A

For details not shown, see other sections.

H=6'-0" THRU H=10'-0"
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SECTION A-A SECTION B-B

For details not shown, see other sections.

H=12'-0" THRU H=16'-0"

EXPANSION JOINT FILLER PLACED IN SASH
BLOCK RECESSES. SIZE AS REQUIRED FOR SNUG FIT.
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DESIGN NOTES:
DESIGN

Uniform Building Code, 1997 Edition
and the Bridge Design Specifications.

DESIGN WIND LOAD
20 psf
REINFOR NCRET
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May 31, 2018
PLANS APPROVAL DATE
THE STATE OF CALIFORNIA OR I7S OFFICERS
0R ACENTS SHALL NOT BE RESPONSIBLE FOR

THE ACCURACY OR COMPLETENESS OF SCANNED
COPIES OF THIS PLAN SHEET.

Dist| COUNTY ROUTE

DESIGN SEISMIC LOAD

0.57 Dead load

CONCRETE MASONRY

REGULAR STRENGTH HIGH STRENGTH

f'm = 1500 psi f'm = 2000 psi f'm = 2500 psi
fb = 495 psi fb = 660 psi fb = 830 psi
fs = 24,000 psi fs = 24,000 psi fs = 24,000 psi
n = 25.8 n =19.3 n = 15.5
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STATE OF CALIFORNIA
DEPARTMENT OF TRANSPORTATION

SOUND WALL
MASONRY BLOCK ON PILE CAP

DETAILS (2)
B15-4

NO SCALE
1-20-18




